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Brand name: 

General description: 

Packing 

Width of the roll: 

Roll Length: 

Composition 

Total weight: 

Basematerial: 

Coating: 

Basematerial: 

Coating: 

# � depends on design 

Other properties 

Flammabi lity: 

Lightfastness 

Washability 

Product sheet 
BN WALLS - "PANTHERA" NON-WOVEN VINYL WALLCOVERING 

Vinyl coating on a non-woven backing 

Each roll in shrinkfoil, 12 roll per carton box. 

53 cm 

10,05 mtr 

235 ± 25 # g/m2 

70 ± 5 # g/m2 

App . 165 # g/m2 

Non woven 

Foamed PVC 

B-s2-d0 

:;:: 7 international woolscale 

Washable / Scrubbable (*) 

BN method 4200 

EN 13501-1 

8S1006; ISO 105-B02; DIN 54004 

EN 233 / EN 12956 

(*) = depends on design/structure 

Strippability Strippable 

Environment 

Safety/Ecological: Non Phthalate 

Certificates: FSC® certified: FSCC100728 

Resistance against chemical influences 

BN Walls 

Rokerijweg 5
1271AH Huizen 
The Netherlands 

Resistant to: 

Not resistant to: 

Application 

Wall: 

Hanging: 

Adhesive: 

Tel +31355248439
Fax +31 35 523 41 96 
Mail technicalinfo@bnwalls.com
Web www.bnwalls.com

Soap; Alcohol; Ammonia; Alkali; Diluted Acids 

Solvents like Ketones; Esters; Aromatic hydrocarbons 

Dry, solid and free of grease 

See roll label 

Methylan special tor non woven wallcovering or similar glue 
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